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Applicability

The user manual applies to the following product:

	z Renogy 12V 60A DC-DC Battery Charger (RBC1260DO-12B)

Disclaimer

	z Renogy ensures the accuracy, sufficiency, and the applicability of information in the quick 
guide at the time of printing due to continual product improvements that may occur.

	z Renogy assumes no responsibility or liability for personal and property losses, whether 
directly and indirectly, caused by the user’s failure to install and use the product in 
compliance with the user manual.

	z Renogy is not responsible or liable for failures, damages, or injuries resulting from repair 
attempted by unqualified personnel, improper installation and operation

	z The illustrations in the user manual are for demonstration purposes only. Details may 
appear slightly different depending on product revision and market region.

	z Renogy reserves the right to change the information in the user manual without notice. 
For the latest user manual, visit renogy.com.

Copyright

Renogy 12V 60A DC-DC Battery Charger User Manual © 2026 Renogy. All rights reserved. 

All information in the user manual is subject to copyright and other intellectual property 
rights of Renogy and its licensors. The user manual may not be modified, reproduced, or 
copied, in whole or in part, without the prior written permissions of Renogy and its licensors.

Trademark

The following are registered trademarks of Renogy:

RENOGY
The registered trademarks in the user manual are the property of Renogy. The unauthorized 
use of the trademarks is strictly prohibited.

http://www.renogy.com
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Important Safety Information

The user manual provides important installation, operation, and maintenance instructions 
for Renogy 12V 60A DC-DC Battery Charger (hereinafter referred to as battery charger). Read 
the user manual carefully before installation and operation and save it for future reference. 
Failure to observe the instructions or precautions in the user manual can result in electrical 
shock, serious injury, or death, or can damage the battery charger, potentially rendering it 
inoperable. The installation and service of the battery charger might require knowledge of 
electricity and is recommended to be carried out by qualified personnel.

Symbols Used

The following symbols are used throughout the user manual to highlight important 
information:

WARNING
Indicates a potentially dangerous condition which could result in 
injury or death.

CAUTION
Indicates a critical procedure for safe and proper installation and 
operation. 

NOTE Indicates an important step or tip for optimal performance. 

INFO Indicates that more information is available in other documents 
relating to the subject.

General Safety Information

WARNING

	z Do not puncture, drop, crush, penetrate, shake, strike, or step on the battery charger. 

	z Do not open, dismantle, repair, tamper with, or modify the components of the battery 
charger.

	z Install the battery charger on a vertical surface indoors protected from direct sunlight, 
high temperature, and water. Make sure there is good ventilation.

	z Keep the battery charger away from heating equipment.

	z Do not insert foreign objects into the battery charger.

	z Risk of explosion! Never install the battery charger in a sealed enclosure with flooded 
batteries! Do not install in a confined area where battery gases can accumulate.

	z Confirm the polarities of the devices before connection. A reverse polarity contact will 
damage the battery charger and void the warranty.

	z Refer to the Recommended Cable Sizing in this manual, and select the appropriate 
cables according to the actual use.

	z Keep the battery charger out of the reach of children.

	z Wear proper protective equipment and use insulated tools during installation and 

Important Safety Information

Symbols Used General Safety Information
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Important Safety Information

operation.

	z Do not touch the connector contacts while the battery charger is in operation.

	z Disconnect all connectors from the battery charger before maintenance or cleaning.

	z Do not dispose of battery charger as household waste. Comply with local, state, and 
federal laws and regulations and use recycling channels as required.

	z In the event of fire, use fire extinguishers suitable for electrical equipment.

	z If the battery charger is installed improperly on a boat, it may cause damage to the 
corrosive agents of the boat. Have the battery charger installed by a qualified electrician.

CAUTION

	z Do not expose the battery charger to flammable or harsh chemicals or vapors.

	z Ensure that there is no water source including downspouts, sprinklers, or faucets above 
or near the battery charger.

Symbols Used General Safety Information
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Introduction
Introduction

General Information

Renogy 12V 60A DC-DC Battery Charger saves on installation time than the traditional 
battery charger. The pioneering bidirectional charging technology not only provides the 
most effective way to charge your auxiliary batteries from the starter battery on the go but 
also recharges and maintains your starter battery when the auxiliary batteries are full. The 
battery charger is compatible with a multitude of types of 12V batteries. In addition, the four-
stage charging provides various protections to ensure ultra safety. Easily add this battery 
charger to your RVs, commercial vehicles, boats, yachts, and many more applications, to get 
stable energy on the go!

Key Features

	z Pioneering Bidirectional Charging

This battery charger can charge your auxiliary batteries from the starter battery when 
driving and recharge your starter battery when the auxiliary batteries are full. Keep both your 
auxiliary batteries and starter battery always have adequate power on the go.

	z Extremely Simplified Installation and Easy to Select the Battery Type

This battery charger uses Anderson connectors instead of traditional ring terminals. This 
significantly simplifies device connection, saving over 60% installation time. The unique 
mechanical design requires no more complicated data setting steps. You can select the 
battery type with a simple turn on the knob.

	z High-Efficiency Charging

The battery charger adopts the four-stage charging technology (Bulk / Boost / Float / 
Equalization) to prolong the battery lifespan, realizing an optimal charging efficiency.

	z Compatible with Multiple Battery Types, Suitable for Wide Application

The battery charger is compatible with multiple types of batteries: AGM, Sealed Lead 
Acid (SLD), Flooded, Gel, and Lithium, providing a powerful charging solution for different 
occasions. Moreover, it can interoperate with with both traditional and smart alternators. 

	z Various Protections for Ultra Safety

The battery charger provides overvoltage protection, overheat protection, and reverse 
polarity protection at the input and output to ensure safe operation. With a guaranteed 
quality, the battery charger has obtained many certifications, including CB, FCC, CE, UKCA, 
and MIC. 

General Information Key Features
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Introduction

Symbols on Product

Symbol Description Symbol Description

Do not dispose of 
the product together 

with household 
waste.

Australian 
compliance 

certifications

Product complies 
with ECE Regulation 

No. 10.

Passed safety 
standard tests.
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Charging and Activation Logics

Charging and Activation Logics

Four Charging Stages

Renogy 12V 60A DC-DC Battery Charger has a four-stage battery charging algorithm for a 
rapid, efficient, and safe battery charging. The stages include: Bulk Charge, Boost Charge, 
Float Charge, and Equalization.

A

Time

Time

Charging
 Current

Fast charging
B

Constant voltage charging
C

Floating charging

Boost charging voltage
Equalization charging voltage

Float charging voltage
Charging return voltage

Maximum 
current

Constant pressure time

Cumulative Time

(Range:10-300 min)
: 2hr

: 2hr

Battery
Voltage

	█ Bulk Charge:

During the high current fast charging phase, if the battery voltage has not yet reached the 
preset value (Equalization or Boost), the battery charger will perform Bulk charging and 
output a constant maximum current value continuously and steadily. When the battery 
voltage reaches the preset value, it will move to the next stage of constant voltage.

	█ Constant Charging:

When the battery voltage reaches the preset value, the battery charger enters the constant 
voltage charging stage, and constant high current charge is no longer used in this process. 
At the same time, the charge current will gradually drop. Two states exist in the constant 
voltage charging phase-Equalizing and Boosting, which are not repeated.

Boost Charge: �Boost stage maintains a charge for 2 hours by default. The user can adjust 
the constant time and preset value of Boost according to their demand.

	█ Float Charge:

After the constant voltage stage, the controller will reduce the battery voltage to a Float 
voltage set point. Once the battery is fully charged, there will be no more chemical reactions 

Lithium Battery ActivationFour Charging Stages
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Charging and Activation Logics

and all the charge current would turn into heat or gas. In this case, the battery charger will 
reduce the voltage charge to smaller quantity, while lightly charging the battery. The purpose 
for this is to offset the power consumption while maintaining a full battery storage capacity. 
In the event that a load drawn from the battery exceeds the charge current, the battery 
charger will no longer be able to maintain the battery to a Float set point and the battery 
charger will end the Float charge stage and refer back to Bulk charging.

	█ Equalization:

Equalization is carried out every 30 days of the month. It is intentional overcharging of the 
battery for a controlled period of time. Certain types of batteries benefit from periodic 
equalizing charge, which can stir the electrolyte, balance battery voltage and complete 
chemical reaction. Equalizing charge increases the battery voltage, higher than the standard 
complement voltage, which gasifies the battery electrolyte.

CAUTION

	z It is recommended to only use no-sealed / vented / flooded / wet cell lead acid batteries 
in the Equalization stage, and the battery charger provides Equalization charging for 
flooded type batteries by default.

	z Do not equalize VRLA type AGM / Gel / Lithium cell batteries unless permitted by 
battery manufacturer.

WARNING

	z Once Equalization is active in the battery charging, the battery charger will not exit this 
stage unless there is a sufficient source of charging current from the starter battery. 
There should be NO load on the batteries when in Equalization charging. 

	z Overcharging and excessive gas precipitation may damage the battery plates and 
activate material shedding on them. Too high of an Equalization charge or too long of one 
may cause damage. Carefully review the specific requirements of the battery used in the 
system.

	z Equalization may increase battery voltage to a level damaging to sensitive DC loads. 
Ensure that allowable input voltages of all loads are greater than the set voltage during 
Equalization charging.

Lithium Battery Activation

For the lithium battery with BMS protection, there is a possibility of an open circuit when 
the BMS protection function is enabled. Therefore, the battery charger will output a stable 
voltage in time in the lithium battery mode. In this way, the lithium battery will be activated to 
exit BMS protection function.

Lithium Battery ActivationFour Charging Stages
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Package Contents
Package Contents

Battery Charger x 1 Quick Guide x 1
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QUICK GUIDE

VERSION  A5
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DC-DC Battery Charger
RENOGY

Renogy Temperature  
Sensor x 1 

(Model: RTSCC)
IGN Signal Wire x 1

Screws x 4

ST 6.3 x 1.8 x 13 mm
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Optional Accessories
Optional Accessories

Starter Battery Fuse (90A) as input

Auxiliary Battery Fuse (80A) as output

The battery fuses protect battery charger, wires and 
batteries from overcurrent.

Fuse Cable

The cable is integrated with copper rings at both ends, 
enabling the battery charger to be connected with an 
external fuse.

Battery Voltage Sensor (Model: RVSCC)

The charging voltage of the battery charger is affected 
by the length and size of the wire. The voltage sensor can 
calibrate the charging voltage error caused by the wire to 
ensure that the battery charger works properly.
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Product Overview
Product Overview
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DC-DC Battery Charger

IGN
CAN CAN

BVS BTS

DC-DC Battery Charger

input output

DC
-D

C 
Ba

tte
ry 

Ch
ar

ge
r

31 14

91165 10 127 8 9

2

No. Part No. Part

1 Mounting Holes 7 Negative Output

2 Fault Status Indicator 8 Positive Output

3 Battery Status Indicator 9 CAN Communication Ports

4 Battery Type Setting Knob 10 IGN Signal Wire Port

5 Positive Input 11 Battery Voltage Sensor (BVS) Port

6 Negative Input 12
Battery Temperature Sensor (BTS) 
Port
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Wiring Diagram
Wiring Diagram

Starter Battery Auxiliary Battery System Negative

Positive

input output

DC
-D

C 
Ba

tte
ry

 C
ha

rg
er

Battery Fuse 
(80A)

Battery Fuse 
(90A)
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Recommended Cable Sizing

Recommended Cable Sizing

Wire gauge recommendations are based on the following standards and conditions:

Ampacity Basis: Per ABYC E-11 standard (105°C / 221°F insulation, single conductor in free air, 
outside the engine compartment).

Voltage Drop Basis: 3% drop (0.36V) for a 12V system. For a 24V system, the allowable 
run length for the same wire gauge and current can be increased by a factor of 2 (while 
still maintaining a 3% drop); for a 48V system, it can be increased by a factor of 4. Note: 
Ampacity does not scale with system voltage; the wire gauge must still meet the current-
carrying requirements irrespective of the voltage.

Application Conditions: Single conductor in free air (non-bundled, not in conduit), ambient 
temperature ≤ 30°C (86°F).

Cable length: The length shall be calculated as the sum of the positive and negative cable 
lengths.

Model Cable Cable Length (ft) / (m) Recommended Cable Size

Renogy 12V 60A 
DC-DC Battery

Charger 
(RBC1260DO-12B)

Input

0 - 10 ft / 0 - 3 m 4 AWG / 21.20 mm²

10 - 15 ft / 3 - 4.5 m 3 AWG / 26.70 mm²

15 - 20 ft / 4.5 - 6 m 2 AWG / 33.60 mm²

20 - 28 ft / 6 - 8.5 m 1/0 AWG / 53.50 mm²

28 - 40 ft / 8.5 - 12 m 2/0 AWG / 67.40 mm²

40 - 50 ft / 12 - 15 m 3/0 AWG / 85.00 mm²

Output

0 - 10 ft / 0 - 3 m 6 AWG / 13.30 mm²

10 - 15 ft / 3 - 4.5 m 4 AWG / 21.20 mm²

15 - 20 ft / 4.5 - 6 m 3 AWG / 26.70 mm²

20 - 28 ft / 6 - 8.5 m 2 AWG / 33.60 mm²

28 - 40 ft / 8.5 - 12 m 1/0 AWG / 53.50 mm²

40 - 50 ft / 12 - 15 m 2/0 AWG / 67.40 mm²

NOTE

	z The cable specifications listed above account for critical, less than 3% voltage drop and 
may not account for all configurations. 

	z The specification of fuse cable is consistent with that of the input/output terminal of 
battery charger.
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Preparation

Preparation

Components & Tools

NOTE

	z The adapter cable used in this manual can be made by yourself or purchased from 
renogy.com according to the names in Recommended Components.

	█ Recommended Components

	z Battery Scenario A: Renogy Battery Kit

Renogy 12V 400Ah Lithium  
 Iron Phosphate Battery

Battery Adapter Cables (input) 
( Anderson PP75 to Ring  
Terminal Adapter Cable )

System Combiner Box Accessory Set
Positive/Negative Busbars Accessory 

Set

Renogy 4 Ports 400A System Combiner Box Positive/Negative Busbars  

DC-DC Charger

Inverter

Battery Adapter Cable (output)  
( Anderson PP75 to Anderson 120 Adapter 
Cable or Anderson PP75 to Ring Terminal 

Adapter Cable )

Battery Adapter Cable (output)  
( Anderson PP75 to Ring  
Terminal Adapter Cable )

Anderson PP75

Anderson 120

Components & Tools Checking the Battery Charger Checking Auxiliary Battery Automobile Alternator Check

http://www.renogy.com
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Preparation

	z Battery Scenario B: Normal Battery Kit

Normal Battery with +/- Bolts
Battery Adapter Cables (input / output) 

( Anderson PP75 to Ring Terminal Adapter 
Cable )

+

-

	█ Required Tools

Wrench (10mm) Wrench (13mm) Measuring Tape Insulation Tape

10
m

m
10

m
m

10mm

13
m

m
13

m
m

13mm

3
4

5
6

Components & Tools Checking the Battery Charger Checking Auxiliary Battery Automobile Alternator Check



18

Preparation

Checking the Battery Charger

input

output

1.	 Inspect the battery charger for any visible damage 
including cracks, dents, deformation, and other visible 
abnormalities. All connector contacts shall be clean, dry, 
and free of dirt and corrosion.

WARNING

	z Do not use the battery charger if it has any visible damage.

≥150mm
≥5.91inch

≥150mm
≥5.91inch

2.	 Confirm the installation location.

WARNING

	z Install the battery charger indoors and prevent its components from being exposed to 
direct sunlight. Prevent water from entering the battery charger.

	z Risk of explosion! Never install the battery charger in a sealed enclosure with flooded 
batteries! Do not install it in a confined area where battery gases can accumulate.

	z The battery charger requires at least 6 inches (150mm) of clearance above and below for 
proper air flow.

	z Make sure that the battery charger is installed in an environment with relative humidity 
between 0% and 95% and no condensation.

Components & Tools Checking the Battery Charger Checking Auxiliary Battery Automobile Alternator Check
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Preparation

3.	 Measure the length of 
the Battery Adapter 
Cable to make sure it 
can be connected to 
the battery charger.

NOTE

	z If the Battery Adapter Cable is not long enough, you can use more extension cables or 
reselect the installation site.

WARNING

	z Refer to the Recommended Cable Sizing in this manual, and select the appropriate 
cables according to the usage.

Checking Auxiliary Battery

+

-

1.	 Inspect the auxiliary battery for any visible damage 
including cracks, dents, deformation, and other visible 
abnormalities. All connector contacts shall be clean, dry, 
and free of dirt and corrosion.

INFO

	z Read the user manual of the auxiliary battery carefully before installation.

NOTE

	z Make sure the battery is working normally.

	z The battery charger can only be applied to a deep-cycle sealed lead-acid battery, a 
flooded battery, a gel battery, or a lithium iron phosphate battery.

	z Take care to use a high-capacity lead-acid battery. Be sure to wear protective goggles. If 
carelessly getting electrolyte in your eyes, flush the eyes with clean water immediately.

Components & Tools Checking the Battery Charger Checking Auxiliary Battery Automobile Alternator Check
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Preparation

CAUTION

	z Comply with local, state, and federal laws and regulations and use recycling channels as 
required when disposing of unwanted batteries.

WARNING

	z Do not use the battery charger if it has any visible damage.

	z Do not touch the exposed electrolyte or powder if the battery housing is damaged.

	z When being charged, the battery may give off explosive gas. Make sure there is good 
ventilation.

Battery or Battery Pack System Voltage 

Battery or Battery Pack System Voltage = System Voltage U

Batteries in Series Batteries in Parallel

System Voltage U: U1+U2+U3 System Voltage U: U1=U2=U3

2.	 Combine batteries in 
parallel or in series as 
needed. This battery 
charger supports a 
maximum system 
voltage of 16V. Refer 
to the user manual 
for battery voltage 
parameters, and 
calculate the battery 
or battery pack system 
voltage according to the 
formula to ensure that it 
does not exceed 16V.

NOTE

	z In the formula, U represents the battery voltage, and 1, 2 or 3 represents the battery 
number, respectively.

WARNING

	z Do not use the battery charger if the battery/battery pack system voltage exceeds 16V. 
Doing so will cause damage to the battery charger.

Automobile Alternator Check

The automobile alternator may be a smart alternator or a traditional alternator. The 
connection method of a smart alternator or a traditional alternator depends on its 
parameters. Before installing the battery charger, refer to the user manual of the vehicle or 
consult the vehicle supplier to determine the type of alternator. In addition, you can use a 
multimeter by yourself to measure the alternator to determine the type of alternator.

Components & Tools Checking the Battery Charger Checking Auxiliary Battery Automobile Alternator Check
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Preparation

1.	 Locate your main vehicle battery/starter battery.
LO

CK
   

AC
C  ON   START

2.	 Start the engine, ensuring any fans, radio, and lights are 
turned off. Leave the engine running for around 5 to 10 
minutes.

-+

3.	 Read the voltage of the 
main vehicle battery.

For traditional 
alternators, the DC 
voltage is around 14.4V. 
For smart alternators, 
the DC voltage is 
around 12.5V to 13.5V.

NOTE

	z In general, the working voltage of a traditional alternator ranges from 13.5V to 16V, and 
that of a smart alternator ranges from 12.5V to 16V.

	z Make sure the alternators output a minimum current of 90A to 120A, at least 1.5 to 2 
times that of the battery charger. 

	z Due to the current limit protection mechanism, the battery charger takes a maximum of 
70A current generated from the alternator.

Components & Tools Checking the Battery Charger Checking Auxiliary Battery Automobile Alternator Check
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Preparation

WARNING

	z Identify the polarities (positive and negative) on the cables used for the batteries. A 
reverse polarity contact may damage the battery charger. 

Alternator Recommendation

Check your alternator and identify the number of terminals. Most alternator will have 3 wires 
connected (BAT+, BAT-, and IGN). The table below shows an example alternator terminal, 
and may not match your application. Refer to your vehicle’s documentation and part for 
actual wiring.

① BATT+
Could be labeled as “B”, “Bat”, or “Pos”. This will connect directly 
to the battery and typically be heavy gauge for high current 
applications.

② BATT-
Could be labeled as “Neg”, “Field” or “F”. This will connect to 
ground. Some alternator may not have this as they will be directly 
grounded to the engine.

③ IGN
Could be labeled “IGN” or “L” and will likely be the smaller terminal. 
This connects to the ignition circuit or dashboard warnings signs. 
This is where you will want to splice the D+ ignition cable.

A S I

STARTER

STARTER

TO+TERMOINAL
ON BATTERY

175A MEGA FUSE

(RED GROMMET)
B+ TERMINAL

GROUND
CHASSIS

LG/RED

TERMINAL WIRE TO GO TO B+

TERMINAL WIRE TO GO TO

TERMINAL WIRE TO GO TO
STARTER SWITCH WIRE WHICH
IS HOT IN RUN/START

TO STARTER SWITCH
(HOT ON RUN/START)

D+ Splice Here

SINGLE WIRE STATOR
CONNECTOR

TERMINAL
“A”

“S”

“I”

STANDARD  3G  ALTERNATOR
(VIEWED FROM REAR)

Y
EL

/W
H

T

W
H

T/
B

LK

SOLENOID

3

2

1

Components & Tools Checking the Battery Charger Checking Auxiliary Battery Automobile Alternator Check
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Preparation

Engine Bay Fuse Block Recommendation

Review your vehicle’s fuse layout to identify a fuse location that is live when the vehicle is 
running with the alternator. Key positions in the ignition are typically lock, accessory, on, and 
start.

LOCK Off position where no accessories will work, and steering is also 
likely locked.

ACCESSORY Accessories are given power such as radio and some other small 
electronics.

ON
Turns on all your electronics. The key will default into this position 
after cranking in START. Splicing of fuse block will need to be live 
when the key is in reverting back to this position.

START Cranks the engine on and reverts to ON position.

LO
CK

   
AC

C  ON   START

You may need to test the fuse location by checking the 
voltage with a multimeter and making sure it is live only 
when the vehicle is in the Start/Run position. This will help 
identify where to connect if the fuse layout does not have an 
IGN position. The easiest connections when splicing can be 
made when using a fuse holder splice connector.

Components & Tools Checking the Battery Charger Checking Auxiliary Battery Automobile Alternator Check
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System Diagram
System Diagram

Battery Scenario A: Renogy Battery Kit

Using the System Combiner Box Accessory Set

Starter Battery

Battery Fuse 
(90A)

+-

input output

4 Ports 400A 
System Combiner Box 

12V 400Ah Lithium
 Iron Phosphate Battery

Negative

Positive

Battery Scenario A: Renogy Battery Kit Battery Scenario B: Normal Battery Kit
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System Diagram

Using Positive/Negative Busbars Accessory Set

Starter Battery

Negative

Positive

+-

input output

Positive/Negative Busbars

12V 400Ah Lithium
 Iron Phosphate Battery

Battery Fuse 
(80A)

Battery Fuse 
(90A)

Battery Scenario A: Renogy Battery Kit Battery Scenario B: Normal Battery Kit
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System Diagram

Battery Scenario B: Normal Battery Kit

Starter Battery

Negative

Positive

+-

+ -

input output

-+

Normal Battery with +/- Bolts (12V)

Battery Fuse 
(90A)

Battery Fuse 
(80A)

Battery Scenario A: Renogy Battery Kit Battery Scenario B: Normal Battery Kit
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Battery Charger Wiring

NOTE

	z Refer to the Recommended Cable Sizing in this manual, and select the appropriate 
cables according to the usage.

	z Make sure that the connections of the Anderson connectors are tight and secure.

input output

input outputRenogy Battery Kit

Normal Battery Kit

1.	 For the Output 
terminal, align the 
Battery Adapter 
Cable’s Anderson 
PP75 connectors to the 
correct orientation and 
polarity.

2.	 Bind the Anderson PP75 connectors by sliding the side 
grooves.

output

DC
-D

C 
Ba

tte
ry 

Ch
arg

er

3.	 Insert the Anderson PP75 connectors into the Output 
terminal.

Battery Charger Wiring
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Battery Charger Wiring

input output

input
4.	 For the Input terminal, 

align the Battery 
Adapter Cable’s 
Anderson PP75 
connectors to the 
correct orientation and 
polarity.

5.	 Bind the Anderson PP75 connectors by sliding the side 
grooves.

input output

6.	 Insert the Anderson 
PP75 connectors into 
the Input terminal.
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Auxiliary Battery Wiring

Auxiliary Battery Wiring

NOTE

	z Identify the polarities (positive and negative) on the cables used for the batteries. A 
reverse polarity contact may damage the unit.

	z Ensure that the Anderson connectors are fully seated and/or the ring terminals are 
securely connected.

WARNING

	z Do not touch the positive and negative terminals of the battery directly with your hands 
at the same time. 

	z Do not allow the positive (+) and negative (-) terminals of the battery to contact with each 
other.

Battery Scenario A: Renogy Battery Kit

Using the System Combiner Box Accessory Set 

NOTE

	z Read the user manual of Renogy 4 Ports 400A System Combiner Box carefully before 
wiring.

	█ Using Battery Adapter Cable ( Anderson PP75 to Anderson 120 Adapter Cable ) 

in
p

u
t

o
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t
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Output

1.	 Insert the Anderson 
120 connector of the 
Battery Adapter Cable 
(output) to the System 
Combiner Box.

NOTE

	z If the devices are connected to the Anderson connectors of the System Combiner Box, 
install a 80A NH fuse in the top NH fuse disconnect switch.

Battery Scenario A: Renogy Battery Kit Battery Scenario B: Normal Battery Kit Battery Indicator
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Auxiliary Battery Wiring

	█ Using Battery Adapter Cable ( Anderson PP75 to Ring Terminal Adapter Cable ) 

NOTE

	z Select the appropriate wrench according to positive/negative wire fixing bolt 
specifications of the System Combiner Box.

-
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Output -

1.	 Attach the ring terminal 
of the negative Battery 
Adapter Cable (output) 
to the negative System 
Combiner Box and 
tighten the wire 
retaining bolt with a 
wrench.
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Output +

2.	 For your safety, it is 
recommended to use 
a battery fuse (80A). 
Connect the positive 
Battery Adapter Cable 
(output) to one end of 
the battery fuse. Install 
the fuse cable on the 
other end of the fuse.

++

3.	 Attach the other ring 
terminal of the other 
end of fuse cable to the 
poisitive terminal of the 
System Combiner Box 
and tighten the wire 
retaining bolt with a 
wrench.

Battery Scenario A: Renogy Battery Kit Battery Scenario B: Normal Battery Kit Battery Indicator
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Auxiliary Battery Wiring

Using Positive/Negative Busbars Accessory Set

NOTE

	z Select the applicable wrench according to wire fixing bolt specifications of Positive/
Negative Busbars.

WARNING

	z Select the right size of positive/negative sink according to the maximum continuous 
charging/discharging current of the battery operation.

	█ Essential Accessories

Gray Anderson 350 Connector to Ring 
Terminal Adapter Cable

1.	 Connect the Anderson 
Connectors of the 
batteries to the 
Adapter Cables (sold 
separately).

+ -

2.	 Connect the positive 
and negative ring 
terminals of the 
Adapter Cables to the 
Positive and Negative 
Busbars (not included) 
respectively.

Battery Scenario A: Renogy Battery Kit Battery Scenario B: Normal Battery Kit Battery Indicator
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Auxiliary Battery Wiring

Output -

-+
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3.	 Attach the ring terminal 
of the negative Battery 
Adapter Cable (output) 
to the negative battery 
bolt and tighten the 
wire retaining bolt with 
a wrench.
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Output +

4.	 For your safety, it is 
recommended to use 
a battery fuse (80A). 
Connect the positive 
Battery Adapter Cable 
(output) to one end of 
the battery fuse. Install 
the fuse cable on the 
other end of the fuse.

Output +

-+
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5.	 Attach the ring terminal 
of the other end of fuse 
cable to the Positive 
Busbar and tighten the 
wire retaining bolt with 
a wrench.

Battery Scenario A: Renogy Battery Kit Battery Scenario B: Normal Battery Kit Battery Indicator
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Auxiliary Battery Wiring

Battery Scenario B: Normal Battery Kit

NOTE

	z Select the appropriate wrench according to the battery positive/negative wire fixing bolt 
specifications.
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Output -

+

- 1212

--

1.	 Attach the ring terminal 
of the negative Battery 
Adapter Cable (output) 
to the negative terminal 
of Normal Battery. 
Tighten the wire 
retaining bolt clockwise 
with a wrench.
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Output +

2.	 For your safety, it is 
recommended to use 
a battery fuse (80A). 
Connect the positive 
Battery Adapter Cable 
(output) to one end of 
the battery fuse. Install 
the fuse cable on the 
other end of the fuse.

+

-

+

+
+

+

3.	 The other ring terminal 
of the fuse cable is 
connected to the 
positive terminal of the 
Normal Battery. Tighten 
the wire retaining 
bolt clockwise with a 
wrench.

Battery Scenario A: Renogy Battery Kit Battery Scenario B: Normal Battery Kit Battery Indicator
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Auxiliary Battery Wiring

Battery Indicator

Once the battery wiring is completed correctly and the 
battery is turned on, the Battery indicator of the battery 
charger lights up green.

When the battery is performing normally, the Battery 
indicator may not light up. This means the battery charger 
needs troubleshooting. For details, contact our customer 
service through renogy.com/contact-us/.

Battery Scenario A: Renogy Battery Kit Battery Scenario B: Normal Battery Kit Battery Indicator

https://www.renogy.com/contact-us/
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Input Wiring

Input Wiring

Renogy 12V 60A DC-DC Battery Charger can be directly connected to the vehicle’s starter 
battery (12V). 

NOTE

	z Select the appropriate wrench according to the battery positive/negative wire fixing bolt 
specifications.  

	z Ensure that the ring terminals are securely connected.

WARNING

	z Identify the polarities (positive and negative) on the cables used for the batteries. A 
reverse polarity contact may damage the unit. 

Only for the smart alternator, the D+ signal wire must be installed.

Preferred Solution (Highly Recommended): Connect the signal wire to the alternator’s 
D+ terminal (if the terminal is marked D+/IGN, its control logic is still the same as D+, 
it is energized only after the engine is running). The vehicle must be in the started 
(engine‑running) state for the D+ terminal to output a high‑level signal. This avoids 
unnecessary power drain and eliminates the risk of discharging the starter battery.

Alternative Solution (Only for special vehicles whose alternator does not have a D+ terminal): 
Connect the signal wire to the vehicle’s ignition switch ON‑position power source (IGN 
power wire). The ignition switch being in the ON position (without starting the engine) will 
output a high‑level signal. To prevent starter battery discharge and voltage drop during engine 
cranking that could cause starting failure, be sure to start the engine as soon as possible, 
and do not leave the switch in the ON position for an extended period.

Input -

-
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1.	 Attach the ring terminal 
of the negative Battery 
Adapter Cable (input) 
to the negative bolt of 
the starter battery.
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Input Wiring

IGN
CAN CAN

BVS BTS

IGN
CAN CAN

BVS BTS

2.	 The traditional alternator 
does not need to be 
connected to the IGN 
Signal Wire. If the DC 
alternator of the vehicle 
is a smart alternator, 
insert the IGN Signal 
Wire connector into 
IGN signal wire port, 
and then connect the 
other end to the smart 
alternator’s ignition 
signal port.

Input +
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3.	 For your safety, it is 
recommended to use 
a battery fuse (90A). 
Connect the positive 
Battery Adapter Cable 
(input) to one end of the 
battery fuse. Install the 
fuse cable on the other 
end of the fuse.

+

+

4.	 Attach the other ring 
terminal of fuse cable 
to the positive terminal 
of the starter battery.

If the starter battery voltage reaches the working condition 
of the battery charger, after waiting for 15s, the battery 
indicator flashes green and the battery charger starts to 
work. If the battery indicator does not flash, it means that the 
battery charger needs troubleshooting. For more technical 
instructions, contact our customer service through renogy.
com/contact-us/.

If the starter battery voltage does not meet the working 
requirements of the battery charger, the battery charger will 
not work and the Battery indicator will not flash.

https://www.renogy.com/contact-us/
https://www.renogy.com/contact-us/
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Mounting

NOTE

	z Make sure that the battery charger is installed firmly to prevent it from falling off.

DC-DC Battery Charger

1.	 Place the battery 
charger against a flat 
surface and secure it 
with included screws.

Mounting
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Temperature Sensor

The temperature sensor measures the surrounding temperature of the battery and 
compensates the floating charge voltage when the battery temperature is low.

CAUTION

	z Do not use the temperature sensor on a LiFePO4 (LFP) battery which comes with a 
battery management system (BMS).

IGN
CAN CAN

BVS BTS

IGN BVS BTS

1.	 Insert the temperature sensor terminal block into the 
BTS port of the battery charger.

+

-

2.	 Adhere the sensor on the battery with insulation tape.

Temperature Sensor
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Voltage Sensor (Optional)
Voltage Sensor (Optional)

The Battery Voltage Sensor is the perfect solution by providing an accurate battery voltage 
to the battery charger and allowing it to adjust the charging stage precisely resulting in 
overall extension of your battery life.

NOTE

	z The voltage sensor ring terminal is M8 (Approx. 5/16”). If the battery bolt size is small, use 
a gasket to fix it to prevent it from falling off.

	z Identify the polarities (positive and negative) on the cables used for the batteries. A 
reverse polarity contact may damage the unit.

IGN
CAN CAN

BVS BTS

IGN
CAN

BVS BTS

1.	 Insert the voltage 
sensor terminal block 
to the BVS port.

+

-

+-

+

-
+

-

+
-

2.	 Connect the voltage 
sensor ring terminal to 
the positive/negative 
pole of the battery 
system.
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Communication

Using a communication cables, connect the devices sequentially through their CAN 
communication ports to establish mutual communication. For details, please visit renogy.
com/can-communication to view the articles “CAN Communication Connections” and “RV-
C Communication Connections.”

For technical support from Renogy, please contact us through renogy.com/contact-us.
	█ Terminal Definitions

1

3 4 5

2

6 7

1

345

2

67

Pinout No. Definition Pinout No. Definition

5 CAN_H 4 CAN_GND

7 CAN_L 1, 2, 3, 6 N/C

Communication

http://renogy.com/can-communication
http://renogy.com/can-communication
http://renogy.com/contact-us
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Operation
Operation

Selecting the Battery Type

The battery charger is simple and easy to use. The knob with five gears makes the selection 
of battery type more convenient. 

The default battery type of the battery charger is AGM/SLD. After the wiring of the battery 
charger output is completed, manually set the battery type according to needs.

WARNING

	z Refer to battery manufacturer technical specifications when choosing a preset battery. 
Incorrect battery type selection resulting in damage will not be covered by warranty.
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1.	 If the auxiliary battery 
is an AGM battery, turn 
the knob to AGM.
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t

o
u
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u
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2.	 If the auxiliary battery 
is Gel battery, turn the 
knob to GEL.
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t

o
u
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u
t

3.	 If the auxiliary battery 
is Flooded battery, turn 
the knob to FLD.

Selecting the Battery Type Battery Charging Parameters User Mode
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4.	 If the auxiliary battery 
is Lithium battery, turn 
the knob to LI.

in
p
u
t

o
u
tp

u
t

5.	 If multiple parameters 
of the battery need to 
be programmed, turn 
the knob to USER to 
enter custom mode.

NOTE

	z After entering the custom mode, you need to use the Renogy app to program the battery 
parameters. Refer to the User Mode of this chapter for details.

Selecting the Battery Type Battery Charging Parameters User Mode



43

Operation

Battery Charging Parameters

WARNING

	z Before modifying battery parameters, check the table below first. Incorrect parameter 
setting will damage the device and void the warranty.

Battery Type

Parameters
AGM/SLD GEL FLOODED LI (LFP) USER 

(Default)
USER 

(Recommended)

Overvoltage 
Shutdowm 16.0V 16.0V 16.0V 16.0V [16.0V] —

Overvoltage 
Warning 15.5V 15.5V 15.5V 14.8V [15.5V] —

Equalization 
Volatge — — 14.8V — 14.6V 9.0-17.0V

Boost Voltage 14.6V 14.2V 14.6V 14.4V 14.2V 9.0-17.0V

Float Voltage 13.8V 13.8V 13.8V — 13.8V 9.0-17.0V

Boost Return 
Voltage 13.2V 13.2V 13.2V 13.6V 13.2V 9.0-17.0V

Low Voltage 
Reconnect — — — — — —

Undervoltage 
Recover — — — — — —

Undervoltage 
Warning 12.0V 12.0V 12.0V 12V 12.0V 9.0-17.0V

Undervoltage 
Shutdown 

Warning
11.1V 11.1V 11.1V 11.4V [11.1V] —

Boost Duration 120 min* 120 min* 120 min* — 120 min* 10-300 min

Equalization 
Duration — — 120 min — 120 min 0-300 min

Equalization 
Interval 0 days** 0 days** 30 days — 30 days 0-250 days

Temperature 
Compensation

-3
mV/°C/2V

-3
mV/°C/2V

-3
mV/°C/2V

—
-3

mV/°C/2V
—

NOTE

	z * means that if the backup battery type is lead-acid battery and the charging current 
is less than 3A, the battery charger will automatically switch to float charging after 30 
seconds. 

	z ** means no Equalization Charging.

	z Parameters in gray cannot be set manually.

	z Parameters in square brackets ([  ]) are automatically adjusted according to the relevant 
settings, and cannot be set directly.

Selecting the Battery Type Battery Charging Parameters User Mode
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Operation

	z When the battery voltage reaches the Undervoltage Shutdown Warning value, the 
Battery Status Indicator slow flashes red. Please disconnect all loads from the battery, 
and charge it immediately.  

User Mode

WARNING

	z Before modifying battery parameters in user mode, check the table below and consult 
the battery manufacturer to check whether modification is allowed. Incorrect parameter 
setting will damage the device and void the warranty.

Maximum 
Charging 
Current

Renogy 12V 60A DC-DC Battery Charger

Max. Charging Current: 60A
Adjustable Charging Current: 
60A/50A/40A/30A/20A/10A

Equalization 
Voltage

(1) �For lead-acid batteries, consult the battery manufacturer to obtain 
the voltage value, and then complete the settings according to the 
feedback.

(2) �Consult the battery manufacturer and check whether the 
equalization voltage needs to be set.

(3) �If equalization charging is not required, set the voltage to boost 
voltage.

Boost Voltage
Consult the battery manufacturer and check if this voltage value 

needs to be set.
Float Voltage

Undervoltage 
Warning

Consult the battery manufacturer if it is necessary to set this 
parameter value.

Boost Duration

Equalization 
Interval

Equalization 
Duration

Selecting the Battery Type Battery Charging Parameters User Mode
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Operation

NOTE

	z Make sure Bluetooth is turned on.

	z Scan the QR Code on the last page of the user manual to download the Renogy app. 

	z The version of the Renogy app might have been updated. Illustrations in the user manual 
are for reference only. Follow the instructions based on the current app version.

My Renogy

Can be used for

Rain Shower24.4°C~27.2°C °C °F

Fully charged in

No device yet...

Device Community Personal

h

h

1.	 Open the Renogy app. Tap + to search for new devices.

HUB Mode

Searching for device

Please make sure your phone’s Bluetooth is
turned on properly; the device is running
properly and the device’s Bluetooth is
working properly.

Cancel Confirm

RBC1260DO-12B
BT-TH-E32E068D

DC-DC

Found Devices

ConfirmConfirm

2.	 Tap Confirm to add the newly found device to the device 
list.

My Renogy

Can be used for

DC-DC

BT-TH-E32E068D

Device

Sunny 46°F~66°F °C °F

h

Device Community Personal

RBC1260DO-12B
DC-DC

BT-TH-E32E068D
RBC1260DO-12B

3.	 Tap the battery charger icon to enter the device 
information interface.

Selecting the Battery Type Battery Charging Parameters User Mode
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RBC1260DO-12B

NOT CHARGING

Battery Type

House Battery Volts

Starter Battery Volts

0 A

0 v

13.1v

User

0 A

0 A

0 W

0 KWh

77.00

69.80

Starter Battery Amps

House Battery Charging Amps

PV Charging Amps

House Battery Charging Watts

Total KWh Generated

House Battery Temperature

DC-DC MPPT Temperature 

...

°C °F

°C °F

Settings

History

4.	 Tap ••• in the upper right corner.

RBC1260DO-12B

NOT CHARGING

Battery Type

House Battery Volts

Starter Battery Volts

0 A

0 v

13.1v

User

0 A

0 A

0 W

0 KWh

77.00

69.80

Starter Battery Amps

House Battery Charging Amps

PV Charging Amps

House Battery Charging Watts

Total KWh Generated

House Battery Temperature

DC-DC MPPT Temperature 

...

°C °F

°C °F

Settings

History

Settings

5.	 Tap Settings to open the mode selection interface.

RBC1260DO-12B

Maximum Combined Charging Amps

Battery Type

Boost Voltage (13.2V-15.5v)

Float Voltage (13.2V-15.5V)

Equalization Voltage (13.2V-15.5V)

Boost Duration (0-120 min)

Equalization interval (0-30 Days)

Equalization Duration (0-120 min)

50

User

14.4  v

13.8  v

14.6  v

120  min

30  Days

120  min

Save

6.	 In this interface, you can customize multiple parameters 
of the battery. When the parameters are modified, 
Setting Success appears on the interface, indicating that 
the parameter setting is completed.

Selecting the Battery Type Battery Charging Parameters User Mode
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Charging Logic
Charging Logic

Renogy 12V 60A DC-DC Battery Charger can be directly connected to the 12V starter battery. 
The battery charger also supports parallel charging by using two 800W battery chargers to 
charge the auxiliary battery simultaneously.

	█ Working conditions

Alternator Type
Starter Battery Voltage

Cut-in Cut-off

Smart Alternator >12.5V, for 15 seconds <11.5V

Traditional Alternator >13.5V, for 15 seconds <12.7V

1.	 Smart Alternator: When the battery charger tests that the voltage of the starter battery 
is greater than 12.5V, it pauses for 15s and then starts to work and charge the auxiliary 
battery.

2.	 Traditional Alternator: When the battery charger tests that the voltage of the starter 
battery is greater than 13.5V, it pauses for 15s and then starts to work and charge the 
auxiliary battery.

	█ Charging Logic

	z Charging the auxiliary battery

1.	 Smart Alternator: After the battery charger starts to operate, it recognizes the level of 
the auxiliary battery automatically. If the auxiliary battery is not fully charged, the battery 
charger will charge the auxiliary battery. If the auxiliary battery is fully charged or the 
voltage of the starter battery is less than 11.5V, the battery charger will stop operating.

2.	 Traditional Alternator: After the battery charger starts to operate, it recognizes the level 
of the auxiliary battery automatically. If the auxiliary battery is not fully charged, the 
battery charger will charge the auxiliary battery. If the auxiliary battery is fully charged 
or the voltage of the starter battery is less than 12.7V, the battery charger will stop 
operating.

3.	 The maximum charging current for the battery charger to charge the auxiliary battery 
should be no more than 60A.

	z Charging the starter battery

Alternator Type
Starter Battery Voltage

Cut-in Cut-off

Smart Alternator <11.5V >12V

Traditional Alternator <12.7V >13.2V

1.	 Smart Alternator: The auxiliary battery will charge the starter battery only when the 
voltage of the auxiliary battery is greater than 11.5V.

The battery charger will charge the starter battery for 1min and then stop charging for 
30s. During this period, the battery charger will test the voltage of the starter battery 
automatically.

(1)	 If the voltage of the starter battery is less than 11.5V, the auxiliary battery will continue 
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Charging Logic

to charge the starter battery.

(2)	If the voltage is greater than 12V, the auxiliary battery will stop charging the starter 
battery and activate the standby state.

2.	 Traditional Alternator: The auxiliary battery will charge the starter battery only when the 
voltage of the auxiliary battery is greater than 12.7V.

The battery charger will charge the starter battery for 1min and then stop charging for 
30s. During this period, the battery charger will test the voltage of the starter battery 
automatically.

(1)	 If the voltage of the starter battery is less than 12.7V, the auxiliary battery will continue 
to charge the starter battery.

(2)	If the voltage is greater than 13.2V, the auxiliary battery will stop charging the starter 
battery and activate the standby state.

3.	 The maximum charging current for the battery charger to charge the starter battery 
should be no more than 30A.

	█ Overvoltage protection

When the voltage of the starter battery is greater than 16V, the battery charger triggers 
overvoltage protection and stops operating immediately. The battery charger will not 
operate until the voltage of the starter battery is less than 15V.

	█ Current limit protection

The current limit protection function protects the auxiliary battery from damage caused by 
high-voltage current.

When the output current of the alternator is greater than 70A, the battery charger triggers 
current limit protection and only 70A is available.
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LED Indicators
LED Indicators

Battery status

Indicator Color Status Description

Green
ON

a. Auxiliary battery is fully 
charged

b. Float charge

c. Standby state

Green Flashing 
(1s interval)

The battery charger is charging 
the auxiliary battery

/
OFF No battery detected

Blue
ON

The battery charger is charging 
the starter battery

Fault status

Indicator Color Status Description

/
OFF

The battery charger is working 
properly

Red
ON

a. �Auxiliary battery short circuit

b. �Internal overtemperature of 
the battery charger

Red
Slow Flashing

a. Auxiliary battery overvoltage

b. �Auxiliary battery 
undervoltage

Red Slow Flashing + 
Buzzer Alarm for 

every 1s

a. �Auxiliary battery low voltage

b. �Auxiliary battery 
overtemperature

Battery status Fault status
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Troubleshooting

Troubleshooting

Fault Description Recommendations

Solid Red Auxiliary battery 
short circuit

1. �Check if the positive and negative terminals of 
the life battery are connected correctly.

2. �If the fault message persists, disable the 
battery charger and contact our customer 
service through renogy.com/contact-us/. 

Solid Red
Internal 

overtemperature 
of the battery 

charger

1. �Check the environment around the battery 
charger to ensure that enough space is left for 
heat dissipation.

2. �Refer to Mounting in this manual for the 
selection of the heat dissipation space.

Slow Flashing Red
Auxiliary battery 

overvoltage

1. �Check if the auxiliary battery voltage exceeds 
16V.

2. �Disconnect the output and wait 5s to restart 
the battery charger.

3. �If the fault message persists, disable the 
battery charger and contact our customer 
service through renogy.com/contact-us/.

Slow Flashing Red
Auxiliary battery 

undervoltage

1. �Check if the auxiliary battery voltage is below 
12V.

2. �This alarm serves as a reminder to charge the 
auxiliary battery in time.

Slow flashing red + 
buzzer alarm for 1s Auxiliary battery 

low voltage

1. �Check if the auxiliary battery voltage is below 
11.1V.

2. �Disconnect all loads on the auxiliary battery to 
charge the auxiliary battery in time.

Slow flashing red + 
buzzer alarm for 1s Auxiliary battery 

over temperature

1. �Check whether the battery charger is integrated 
with temperature sensor. If not, it is probably 
the error report caused by auxiliary battery 
overdischarge.

2. �After confirming that the temperature sensor 
is connected, read the temperature value of the 
auxiliary battery from the Renogy app to check 
if it exceeds 65°C.

3. Ensure that the environment where the auxiliary 
battery is installed leaves sufficient space for 
heat dissipation.

4. �Make the battery charger stop operating and 
contact the supplier of the battery immediately.

https://www.renogy.com/contact-us/
https://www.renogy.com/contact-us/
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Technical Specifications

Technical Specifications

Parameter Value

Model RBC1260DO-12B

System Voltage 12V

Input Voltage 10V to 16V DC

Output Voltage 10V to 16V DC

Alternator Input Traditional Alternator: 13.5V to 16VDC
Smart Alternator (Euro 6): 12.5V to 16VDC

Maximum Output Current 
Rating 60A

Output Power 800W

Battery Types SLD/AGM; GEL; Flooded; LI; USER

Input Fuse Rating 90A

Output Fuse Rating 80A

Charging Efficiency ≥94%

Temperature Compensation Non-Lithium: -3mV / °C / 2V
Lithium: 0mV / °C / 2V; no compensation

Idle Power Consumption ≤50 mA

Operating Temperature Range -20°C to 60°C / -4°F to 140°F

Storage Temperature Range -35°C to 65°C / -31°F to 149°F 

Humidity 0%-95%, No Condensation

Communication Protocol Modebus; RV-C

Dimensions 13.78 x 8.39 x 4.02 in / 350 x 213 x 102 mm

Weight 7 lbs / 3.12kg

Terminal Size/Type Anderson PP75

Terminal Range 6AWG to 8AWG

Certification CB, FCC, CE, UKCA, MIC

Warranty 5 Years
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Dimensions
Dimensions
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IGN
CAN CAN

BVS BTS
outputinput

13.78in [350mm]

8.39in [213mm]

7.35in [186.67mm]

4.02in
 [102mm]

11.4in [289.5mm]

10.41in [264.5mm]

NOTE

	z Dimension tolerance: ±0.2 in (0.5 mm)
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Maintenance

Maintenance

Inspection

For optimum performance, it is recommended to perform these tasks regularly.

	z Ensure the battery charger is installed in a clean, dry, and ventilated area.

	z Ensure there is no damage or wear on the cables.

	z Ensure the firmness of the Anderson connectors and check if there are any loose, 
damaged or burnt connections.

	z Ensure that the Battery indicator and Fault indicator are in normal state.

	z Ensure there is no corrosion, insulation damage, or discoloration marks of overheating or 
burning. 

NOTE

	z In some applications, corrosion may exist around the contacts inside the Anderson 
connector. 
Corrosion can loosen springs and increase resistance, leading to premature connection 
failure. Apply dielectric grease to each connector contact periodically. Dielectric grease 
repels moisture and protects the connector contacts from corrosion.

WARNING

	z Risk of electric shock! Make sure that all power is turned off before touching the 
terminals on the battery charger.  

Cleaning

Follow the steps below to clean the battery charger regularly.

	z Disconnect all Anderson connectors that are connected to the battery charger.

	z Wipe the housing of the battery charger and connector contacts with a dry cloth or non-
metallic brush.

	z Dry the battery charger with a clean cloth and keep the area around the battery charger 
clean and dry.

	z Make sure the battery charger is completely dry before reconnecting the Anderson 
connector to the battery charger.

	z When reconnecting, the auxiliary battery must be connected first, then the starter 
battery.

Storage

Follow the tips below to ensure that the battery charger is stored well.

	z Disconnect all Anderson connectors that are connected to the battery charger.

	z By applying dielectric grease to each connector contact, the dielectric grease repels 
moisture and protects the connector contacts from corrosion.

Inspection Cleaning Storage
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Emergency Responses

Emergency Responses

In the event of any threat to health or safety, always begin with the steps below before 
addressing other suggestions.

	z Immediately contact the fire department or other relevant emergency response team. 

	z Notify all people who might be affected and ensure that they can evacuate the area.

WARNING

	z Only perform the suggested actions below if it is safe to do so.

Fire

1.	 Disconnect all cables connected to the battery charger.

2.	 In the event of a fire, use a fire extinguisher suitable for electrical equipment, such as 
a FM-200, CO2, or dry powder extinguisher. A fire blanket or sand can also be used to 
extinguish the fire. If a suitable fire extinguisher is not available, evacuate immediately 
and contact the fire department.

WARNING

	z Do not use type D (flammable metal) fire extinguishers.

Flooding

1.	 If the battery charger is submerged in water, stay away from the water.

2.	 Disconnect all cables connected to the battery charger.

Smell

1.	 Disconnect all cables connected to the battery charger.

2.	 Make sure nothing is in contact with the battery charger.

3.	 Ventilate the room.

Noise

1.	 Disconnect all cables connected to the battery charger.

2.	 Make sure no foreign objects are stuck in the controller Anderson connector.

NOTE

	z The normal noise value of the battery charger is less than or equal to 60dB during 
operation.

Fire Flooding Smell Noise
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Technical Support
Technical Support

To discuss inaccuracies or omissions in this quick guide or user manual, visit or 
contact us at:

contentservice@renogy.com
Questionnaire Investigation

To explore more possibilities of solar systems, visit Renogy Learning Center at:

renogy.com/learning-center

For technical questions about your product in the U.S., contact the Renogy technical 
support team through:

support@renogy.com 1(909)2877111 

For technical support outside the U.S., visit the local website below:

Canada ca.renogy.com China www.renogy.cn

Australia au.renogy.com Japan jp.renogy.com

Spain es.renogy.com France fr.renogy.com

Germany de.renogy.com Italy it.renogy.com

Netherlands nl.renogy.com United Kingdom uk.renogy.com

Australia au.renogy.com Japan jp.renogy.com

Other Europe eu.renogy.com

Join Our Facebook Community Today. Scan the QR code to connect with like-minded 
people and Renogy engineers. You will get:

	z Priority access to our latest launches & special 
events

	z Insider Q&A sessions with our engineers

	z Endless solar project ideas & sources

http://www.renogy.com/learning-center
http://es.renogy.com
http://fr.renogy.com
http://it.renogy.com
http://nl.renogy.com


Warranty Statement

For full warranty terms and conditions, visit the warranty page of the RENOGY website at https://
www.renogy.com/warranty.

	█ Australia

RNG AU PTY LTD

3/11 David St, Dandenong VIC 3175

Tel: 1800 560 588

	█ North America and Other Countries

RNG International Inc.

5050 S Archibald Ave, Ontario, CA 91762, USA

Tel: +1 (909) 287 7111

FCC Statement

This device complies with Part 15 of the FCC Rules. FCC ID: 2ANPBRSMLP4-G2. Operation is 
subject to the following two conditions:  

(1)	This device may not cause harmful interference.

(2)	This device must accept any interference received, including interference that may cause 
undesired operation.

This equipment has been tested and found to comply with the limits for a Class B digital device, 
pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable protection 
against harmful interference in a residential installation. This equipment generates, uses and can 
radiate radio frequency energy and, if not installed and used in accordance with the instructions, 
may cause harmful interference to radio communications. However, there is no guarantee that 
interference will not occur in a particular installation. If this equipment does cause harmful 
interference to radio or television reception, which can be determined by turning the equipment 
off and on, the user is encouraged to try to correct the interference by one or more of the 
following measures:

(1)	Orient or relocate the receiving antenna.

(2)	Increase the separation between the equipment and receiver.

(3)	 Connect the equipment into an outlet on a circuit different from that to which the receiver is 
connected.

(4)	Consult the dealer or an experienced radio/TV technician for help.

FCC Radiation Exposure Statement

This equipment complies with FCC radiation exposure limits set forth for an uncontrolled 
environment. This equipment should be installed and operated with minimum distance 20cm 
between the radiator & your body.

https://www.renogy.com/warranty
https://www.renogy.com/warranty


RENOGY.COM

Renogy aims to empower people around the world through education and distribution of DIY-friendly 
renewable energy solutions.

Renogy Power Plus allows you to stay in the loop with upcoming solar energy innovations, share your 
experiences with your solar energy journey, and connect with like-minded people who are changing the 
world in the Renogy Power Plus community.

We intend to be a driving force for sustainable living and energy independence.

In support of this effort, our range of solar products makes it possible for you to minimize your carbon 
footprint by reducing the need for grid power.

Renogy Empowered

Live Sustainably with Renogy

Did you know? In a given month, a 1kW solar energy system will...

Save 170 pounds of coal from being burned 

Save 300 pounds of CO2 from being released into the atmosphere 

Save 105 gallons of water from being consumed 

@Renogy Solar @Renogy@renogyofficial

Renogy Power PLUS

Renogy reserves the right to change the contents of this manual without notice.

eVatmaster Consulting GmbH

63110 Rodgau, Hessen, Germany
contact@evatmaster.com

Raiffeisen Street2 B11,EC REP

Manufacturer: RENOGY New Energy Co.,Ltd
Address: No.66, East Ningbo Road Room 624-625 Taicang German

Overseas Students Pioneer Park JiangSu 215000 CN 

EVATOST CONSULTING LTD

London, United Kingdom, EC2R 8AY
contact@evatost.com

Office 101 32 Threadneedle Street,UK REP
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