
electrical characteristics TOPCON TIGER 180

bypass diodes   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  3
cells per module   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  14×5
power tolerance  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . ±3 %
nominal peak power   .  .  .  .  .  .  .  .  .  .  .  .  .  .  180 Wp

nominal voltage  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 42 .71 V
nominal current  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 4 .22A
power temperature coefficient   .  .  . -0 .32 %/°C
voltage temperature coefficient   .  .  -0 .26%/°C
current temperature coefficient   .  .  0 .046%/°C
open circuit voltage   .  .  .  .  .  .  .  .  .  .  .  .  50 .25 Voc

short circuit current   .  .  .  .  .  .  .  .  .  .  .  .  .  4 .55 Asc

solar cells  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  Topcon solar cell
cell conversion efficiency  .  .  .  .  .  .  .  .  .  .  .  24 .8 %
operating temperature   .  .  .  .  .  .  . -40 to +85 °C
max . system voltage  .  .  .  .  .  .  .  .  .  .  .  .  . 600 VDC


